
THE INFORMATION ON THESE DRAWINGS OR WEB PAGES IS MADE AVAILABLE FOR YOUR USE. HOWEVER, YOU USE THE INFORMATION AT YOUR OWN RISK. WE 
BELIEVE THE INFORMATION TO BE CORRECT AND ACCURATE AT THE TIME OF ISSUE. ZOELLER COMPANY ASSUMES NO LIABILITY, EXPRESSED OR IMPLIED, RESULTING 
FROM YOUR ACCESSING AND USING THIS INFORMATION. DUE TO CHANGES AND/OR DOWNLOAD PROBLEMS, IT IS YOUR RESPONSIBILITY AND YOU AGREE TO BE 
SOLELY RESPONSIBLE TO VERIFY THAT THE INFORMATION IS CORRECT AND ACCURATE FOR YOUR PURPOSES.

SK1966

ALL WORK IN ACCORDANCE WITH NEC
AND ANY OTHER STATE OR LOCAL CODES

RISERS CAN BE EPOXIED OR CAST IN PLACE

CLARUS 24 OR 30 INCH ACCESS RISER & LID

3" MIN.

APPROXIMATELY
5' 0" STANDARD

SLUDGE LAYER

CLEAR EFFLUENT

STANDARD 4" INLET
TEE OR BAFFLE

18"

APROXIMATELY 8' 0" STANDARD

TO BELOW GRADE
3/4 INCH ELECTRICAL CONDUIT

(MOUNTED ON HOUSE)
INDOOR/OUTDOOR ALARM

4" MIN.

14" MAX.

CLARUS

SCUM LAYER

SLOPE GROUND AWAY FROM
RISERS FOR DRAINAGE

3"

CLARUS 12 INCH ACCESS RISER & LID

LIQUID DEPTH

EFFLUENT FILTER REQUIRED
ON SEPTIC TANK OUTLET

CLARUS

INLET LEVEL

WEEP
HOLE

OFF

ON

ALARM40% OF

WATER LEVEL

BOTTOM OF INLET INVERT FILTERED
EFFLUENT

SECURE CORD TO
DISCHARGE PIPE

CHECK VALVE
(OPTIONAL)

BALL
VALVE

EFFLUENT

CLARUS 24 OR 30 INCH

18" MIN.

(SEPARATE ALARM AND
POWER CIRCUITS REQUIRED)

J-BOX
SECURE EXCESS CORDAGE
(FOR FILTER REMOVAL)

ACCESS RISER & LID

PREWIRED CONDUIT

MINIMUM PUMP TANK CAPACITY IS TWICE DAILY FLOW
OR PER STATE AND LOCAL CODES.


