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THE INFORMATION ON THESE DRAWINGS OR WEB PAGES IS MADE AVAILABLE FOR YOUR USE. HOWEVER, YOU USE THE
INFORMATION AT YOUR OWN RISK. WE BELIEVE THE INFORMATION TO BE CORRECT AND ACCURATE AT THE TIME OF ISSUE.
ZOELLER COMPANY ASSUMES NO LIABILITY, EXPRESSED OR IMPLIED, RESULTING FROM YOUR USING THIS INFORMATION. DUE
TO CHANGES AND/OR DOWNLOAD PROBLEMS, IT IS YOUR RESPONSIBILITY AND YOU AGREE TO BE SOLELY RESPONSIBLE TO

VERIFY THAT THE INFORMATION IS CORRECT AND ACCURATE FOR YOUR PURPOSES.

"A-PAK'ALARM
<L~ 3PRONG
3 PHASE SYSTEM 4| GROUNDED
REQUIRES A SIMPLEX OUTLET 115V
TRANSFORMER PANEL OR230V
CHECK
VALVE PUMP CORD
TO DISCONNECT USE WATERTIGHT
(NOT SHOWN) JUNCTION
BOX IF INSTALLED VARIABLE
METAL COVER IN A DAMP AREA LEVEL
FLOAT
FLOOR LEVEL SWITCH
9" STANDARD
VARIABLE LEVEL
CENTERLINEOF[HUB FLOAT SWITCH
FOR ALARM
= |
/ ‘ —{—
ATINLETHUB . ALARM LEVEL
30" STANDARD
g vent
BASIN / o HOLE
LJ i ON LEVEL
ImiP =N i
[EABLE 18" STANDARD
ZOELLER NONAUTOMATIC - LEVEL
EFFLUENT PUMP
VARIABLE LEVEL i SR o OFF LEVEL
FLOAT SWITCH H
TO ACTIVATE PUMP 0



