
T N0I
R ATO TI0N

ATRO

T N0I
R ATO TI0N

ATRO

TO POWER
SUPPLY

VENT

INLET PIPE

WEIGHTED VARIABLE
LEVEL FLOAT SWITCH

C

DRAIN PIPE W/CHECK VALVE

CHECK VALVE

SHUT OFF VALVE

INTERMEDIATE STABILIZER BRACKET
    REQUIRED
    NOT REQUIRED

INCH

INCH

PIPING AND VALVES
INCH

HINGED DOOR FOR
VALVE BOX (OPTIONAL)

DISCHARGE PIPE MUST
BE BELOW FROST LINE.

RECOMMENDED FILLET - BOTTOM

GUIDE RAILS
2" STD. GALV. PIPE

NEMA 4X CONTROL PANEL

CONDUIT SEAL

ADDITIONAL CONDUIT SEAL,
WHEN REQ'D. BY LOCAL CODES.

(6) HOOK CABLE/FLOAT
BRACKET

18" MAX.

  

ALARM LEVEL

LAG LEVEL

LEAD LEVEL

OFF LEVEL

OPENING SIZE FOR
PRE-CAST SUMP COVER

     

B DIA.

PIPING
4"
6"
8"

"A"
13"
16"
18"

A

PUMP STATION DATA

VOLTAGE:             .

DISCHARGE SIZE:       ".

PUMP MODEL:          ; IMPELLER DIA.:            .

CAPACITY (OPERATING POINT)           G.P.M. @           T.D.H.

TWO        HP (MIN.) PUMPS

8"
6"
4"

19 7/8
13 3/16

23 3/8

PIPING "C"

DISCONNECT
SWITCH

LIFTING CABLE

DROP HANDLE
LOCKING HASP
FOR PADLOCK

8"
6"
4"

5'-6"
5'-0"

6'-6"

PIPING "B"

UPPER GUIDE RAIL BRACKET

NOTE: DIMENSIONS "A" & "B" ARE BASED ON
USING STANDARD ANSI PIPE FITTINGS.

REFERENCE PUMP DIMENSION SHEETS FOR MINIMUM BASIN SIZING.

*

*

SOLIDS PASSING SIZE:       ".

PHASE:               .

DUPLEX CONTROL PANEL

HATCH ACCESS COVER

RAIL PIPE

PIPING TYPE

AVG. DAILY SEWAGE FLOW:        PEOPLE @ 105 G.C.D.

DESIGN PUMPING RATE PER PUMP, 300% , 3 X           G.P.M.

DYNAMIC HEAD LOSS @           G.P.M. (PUMPING RATE)

FORCE MAIN SIZE:       ";(MTLS        ): (C=        )

PUMP STATION DESIGN DATA

=           FEET

=           G.P.D.

=           G.P.M.

=           G.P.M.

=           FEET

=           FEET

AVG. FLOW           G.P.D. /1,440

STATIC HEAD

TOTAL DYNAMIC HEAD (T.D.H.) =           FEET

REFERENCE LIFT STATION LAYOUT SHEETS
FOR ANCHOR LOCATIONS AND HATCH DIMENSIONS

* DESIGN PER LOCAL CODE.

4" piping

5'-0" dia.
6'-6" dia.

8" piping

8.75 13.50

7.50

11.00

6.00

DISCHARGE ELBOWS
HOLE LOCATIONS FOR

=        G.P.M.

=        FEET

=        FEET

=        FEET

=        FEET

=        GALLONS

=        G.P.M.

=        GALLONS

=        G.P.D.

AVG. FLOW        /1,440

FORCE MAIN SIZE:       ";(MTLS        ): (C=        )

TOTAL DYNAMIC HEAD (T.D.H.)

DYNAMIC HEADLOSS @        G.P.M. (PUMPING RATE)

STORAGE CAPACITY:        7.5 MIN. X        G.P.M.

DESIGN PUMPING RATE PER PUMP, 300%  3X        G.P.M.

TWO HRS. EMERGENCY STORAGE: 120 MIN. X        G.P.M.

AVG. DAILY SEWAGE FLOW:        PEOPLE @ 105 G.C.D.

STATIC HEAD

PUMP STATION DESIGN DATA

THE INFORMATION ON THESE DRAWINGS OR WEB PAGES IS MADE AVAILABLE FOR YOUR USE. HOWEVER, YOU USE THE INFORMATION AT YOUR OWN RISK.                                                                                                                                              
WE BELIEVE THE INFORMATION TO BE CORRECT AND ACCURATE AT THE TIME OF ISSUE. ZOELLER COMPANY ASSUMES NO LIABILITY, EXPRESSED OR IMPLIED,                                                                                                                                                                                                                       
RESULTING FROM YOUR ACCESSING AND USING THIS INFORMATION. DUE TO CHANGES AND/OR DOWNLOAD PROBLEMS, IT IS YOUR RESPONSIBILITY AND YOU                                                                                                                                                                                                          
AGREE TO BE SOLELY RESPONSIBLE TO VERIFY THAT THE INFORMATION IS CORRECT AND ACCURATE FOR YOUR PURPOSES.
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